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Prepare draft 
PCSR

Submit draft 
PCSR  for 
review & 

acceptance

Identify all 
outfall 

locations on 
project

Evaluate 
outfalls for 

OLEs

Prepare & 
submit 

Stormwater 
BMP 

Infiltration 
Worksheet

Complete post-
construction 
stormwater 
BMP design

Include 
accepted MS4 
BMP design in 
the final plans

MS4 Plan 
Acceptance

MS4 = Municipal Separate Storm Sewer System

NPDES = National Pollutant Discharge 
Elimination System

NTP = Notice to Proceed

ODPS = Office of Design Policy and Support

OID = Office of Innovative Delivery

OLE = Outfall Level Exclusion

OVF = Owner Verification Firm

PCSR = MS4 Post-Construction Stormwater 
Report

P.E. = Professional Engineer

PLE = Project Level Exclusion

PM = Project Manager

PMC = Program Management Consultant

PMCS = Program Management Controls System

RFI = Request for Information

R.O.A.D.S. = Repository for Online Access to 
Documentation & Standards

Project Level Exclusion

Review of MS4 
Construction Plans

M
at

ch
 li

ne
 (s

ee
 a

bo
ve

)

Submit post-
construction 
stormwater 

BMP design for 
review

Does
PLE still
 apply?

No

Yes

Prepare cover of 
PCSR to 

document the 
PLE

Submit PCSR to 
EPD for review

Disapproval
of PCSR received 
from EPD within 

60 days?

Address 
comments and 
resubmit PCSR

No
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PCSR is 
considered 

final 

Reviewer 
accepts
 report?

No
Coordinate 

development of 
Infiltration 
Worksheet

MS4 Post-Construction 
Stormwater Report

EPD Review

GEC Reviewer 
and ODPS 
provides 

comments on 
PCSR

GEC Reviewer 
and ODPS accepts 

report?

Address 
comments and 
resubmit PCSR

No

Yes

GEC Reviewer 
and ODPS 
provides 

comments 

GEC Reviewer 
and ODPS accepts 

design?

Address 
comments and 

resubmit 
design to GEC 
Reviewer and 

ODPS

Yes

No

Yes

Project 
located in an 

MS4 area?
Yes

No further 
action is 

needed for 
MS4

Evaluate 
feasibility of  

BMPs 

Proposed 
infiltration BMP?

Yes

No
Determine if 
any basins 

require 
detention

Advertisement & 
Letting

List of Acronyms (includes Sheet 1 and Sheet 2):  

AAMC = Assistant Area Manager – Construction

AAMM = Assistant Area Manager – Maintenance

AM = Area Manager

BMP = Best Management Practice / structural device 
used to treat or store stormwater runoff

CEI = Construction Engineering Inspection

CM = Construction Manager

DCE = District Construction Engineer

DCM = Design, Construction, & Maintenance Committee

DDM = GDOT Manual on Drainage Design for Highways 

DME = District Maintenance Engineer

ECE = Environmental Compliance Engineer

EPD = Georgia Environmental Protection Division

GAMS = Georgia Asset Management System

GEC = General Engineering Consultant

GPS = Global Positioning System

HSG = Hydrologic Soil Group

I&M = Inspection and Maintenance

Responsible Parties  

 GDOT ODPS Water 
Resources Group

 
Geotechnical 
Firm 

 
Design-Build 
Team/ Developer

GEC Reviewer and ODPS
(Post-Let GEC/PMC/ODPS)
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Yes

 OID PM/PMC

Yes

Submittal shall be made in accordance with 
the submittal schedule and via PMCS web 

based application as stated in the Contract. 
Include plans  and the draft PCSR  - all in PDF 

format.  

The PCSR template and help 
file can be found on 

R.O.A.D.S.  
Detailed descriptions of 

OLEs can be found in 
the DDM. Refer to the 

PCSR help file for 
applicability guidance.

MS4 BMP detailed design shall 
be completed and submitted 

according to the project's 
submittal schedule. Indicate 

on the plans if infiltration 
testing is needed.

PCSR template can be 
found on R.O.A.D.S           

Per General NPDES Stormwater Permit No. 
GAR41000 Section 4.2.5.1(b): EPD shall have 
the right to disapprove a determination of 

infeasibility within 60 days of receipt.

Include plans and the accepted 
PCSR - all in PDF format.  Submit 
via PMCS web based application 

as stated in the Contract.

Map showing MS4 
areas is provided in the 
DDM.

Detailed descriptions of 
infeasibility criteria can be 

found in the DDM. 

Conduct a downstream 
hydrologic analysis per 

the DDM.

Infiltration BMPs shall be evaluated 
for feasibility if the Web Soil Survey 

indicates HSG A or B soils. 

No
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Operate & Maintain
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Conference
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Complete 
Section I of the 

BMP CEI 
Checklist  

Construction 
of BMP(s) 

begin

Acceptance

Required for all projects. 
Discuss key project 

expectations, including 
MS4 requirements, and 

field meetings with Design 
at particular milestones. 

A change order may be 
required depending on 
the extent of the 
revisions. 

Verify limits of BMP and 
pre-treatment areas are 

staked out.

Final 
Acceptance

 DCE/AM Handoff 
to GDOT 

Maintenance

BMP 
Maintenance

Provide lessons 
learned feedback 

to MS4 DCM 
Committee

Submit RFI

Can BMP(s) be 
built within 
tolerances?

No

Complete Sections 
II - IV of BMP CEI 

Checklist

Create Use-On 
Construction 

Revision

GEC and ODPS 
Review of 
revision

Is a PCSR 
Addendum 
required?

Resume 
construction 

of BMP

Yes

Responsibility of DME/DCE/AM. This 
could be full project acceptance or 

partial maintenance acceptance of BMP.

Include the DME, AM (ideally both 
AAMM and AAMC), ECE, PMC CM, & 
OVF. Provide the final completed CEI 
checklist, final list of BMPs, final plan 
sheets, as-built data, and GPS data. 

Per the GDOT I&M Manual. 
Includes route & compliance 

inspections. Document results and 
recommended corrective actions 

in GAMS.

Per the GDOT I&M Manual. 
Document maintenance 

activities in GAMS.

BMP revisions must be approved 
by  Reviewer. An “approve” or 
“reject” or “direction forward” or 
“request for additional 
information” response will be 
provided.

Submits change to the 
design of the BMP from 
what is in the plans to OID-
PM. Provide any supporting 
documentation.

End 
Construction

No

Complete as-
built data on 
plan sheets 
and submit

No

Certify as-built 
meets treatment 
and/or detention 

requirements

Reconstruct 
BMP within the 

tolerances 
allowed

OR

Can BMP(s) meet 
treatment and/or 

detention 
requirements?

No Yes
Review of 

treatment and/
or detention

Approved

Provide documentation which 
verifies constructed BMP meets 

design requirements documented 
in the latest approved PCSR. 

Requires a P.E. certification.  Submit 
via PMCS web based application as 

stated in the Contract. 

NTP 3

BMP built 
within 

tolerances

Rejected

If project changes 
affect PLE, OLEs or 

infeasibility 
determination

Prepare  
draft 

addendum 

Submit draft 
addendum to 
Reviewer and 

ODPS for 
review

Submit 
addendum to 

EPD for review

Address 
Reviewer/

ODPS 
comments 

Addendum can 
be considered 

Final 

Address EPD 
comments

Note:  
Addendum to the final PCSR is required where, either: 1) an outfall not previously considered has 
been identified, 2) an outfall previously considered infeasible becomes feasible, 3) an outfall 
previously considered feasible is now infeasible, or 4) the type of post-construction BMP at an 
outfall has changed.

Reviewer and 
ODPS accept 
addendum?

Disapproval
 of PCSR received 
from EPD within 

60 days?

Yes

No

No

Yes

Include MS4 lessons 
learned in Post 

Design-Build 
Evaluation

Complete 
Final 

Inspection

Maintain BMP(s) 
during 

construction 
according to 

Contract

Collect GPS 
data for 
BMP(s)

BMP 
Inspections

Is maintenance 
included in Design-

Build contract?

No

BMP 
Maintenance

PMC/GDOT PM to 
communicate 

lessons learned to 
MS4 DCM 

Committee.

BMP 
Inspections

Responsible Parties  

 

 

 

 

Construction/ 
OVF

Design-Build Team/ 
Developer

OID PM/PMC

Other Offices GDOT 
Maintenance

Reviewer  GDOT ODPS Water 
Resources Group

Provide MS4 
lessons learned & 
OVF data for MS4 

annual report 
each year

M
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Submit Use on 
Construction 
Revision for 
Addendum 

according to 
Contract

See PCSR Addendum 
process for when an 

Addendum to the final 
PCSR is required.

Verify materials are onsite 
and meet all specifications 

on the approved plans. 
Verify BMP is being built 
per the approved plans.

Yes

If rejected, Reviewer may 
request clarification/ 
revisions to documentation 
or require that the BMP be 
reconstructed. 

This submittal shall include 
current construction plans and 
the draft addendum (all in PDF 
format). Submit via PMCS web 
based application as stated in 

the Contract. 

The addendum shall only 
address the drainage 

basins changed along with 
Attachment B of the PCSR

Refer to contract 
for clarification

Per the GDOT 
I&M Manual.

Complete Section V of 
the BMP CEI Checklist. 
Verify Contractor has 

maintained the BMP(s).  

Refer to Special Provision 156. 
OID PM/PMC is responsible 
for uploading data through 

the ProjectWise Deliverables 
Management System. 

Per the GDOT I&M Manual. 
Includes route & compliance 

inspections. Maintain inspection 
records.

Per the GDOT I&M Manual. 
Maintain maintenance 

records.

Yes

End 
Construction

Refer to the Contract to 
determine when GDOT 

resumes ownership of BMPs.

Begin infiltration 
testing, if 

indicated on plans


